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Thank you for choosing Sevenoak and congratulations on 

your purchase of the Sevenoak SK-SW Pro 2 Pro Hand-

held Camera Stabilization System. 

SK-SW Pro 2 is a lightweight hand-held camera stabiliza-

tion system for cameras and video cameras weighing up 

to approx. 3 kg. This stabilizer guarantees incredibly 

smooth and graceful shots even when you are running or 

going up and down stairs. It provides professional 

pictures or videos for professional video and film makers. 

It features carbon fiber and Aluminum construction; quick 

release camera platform; back and forth, side to side, up 

and down fine adjustment, height adjustable hand grip 

etc.

The back and forth, side to side moving camera platform 

allows for a quick adjustment of horizontal balance while 

the disks on the base platform adjust the camera’s 

vertical balance. When properly balanced, the camera 

floats, and the stabilizer is ready to use. 

SK-SW Pro 2 can be extended from 45cm to 72.5 cm to 

fit the weight of the camera. This system is especially 

good for 

professional video cameras and video capable DSLR 

cameras.
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Warnings:

■  Please read and follow these instrucions,and 

      keep this manual in a safe place.
■  Handle the unit with care.

■  Clean the unit with a soft,dry cloth.
■  Use only parts provided by the manufacturer.

■  Make sure everything is secure before proceeding.

■  Make sure the item is intact and that there are no 

      missing parts.
■  Do not exceed the maximum load capacity.

■  All photos are for illustrative purposes only. 
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Limited one-year Warranty:

Sevenoak provides a limited warranty that this product is 

free from defects in materials and workmanship to the 

original purchaser under normal use for a period of one (1) 

year from the original purchase date or thirty(30) days 

after replace-ment (the“Warranty Period”),Whichever 

occurs later.Our responsibility with respect to this limited 

warranty shall be limited solely to repair or replacement,at 

its option,of any product which fails during normal 

consumer use.

To obtain warranty coverage during the Warranty 

Period,contact your place of purchase(“Seller”) to

obtain a return merchandise authorization(“RMA”)num-

ber,and return to Seller the defective Product along with 

proof of purchase and the RMA number.

This warranty does not extend to damage or failure which 

results from misuse,neglect,accident,alteration,abuse,im-

proper installation or mainterance.EXCEPT AS PROVIDED 

HEREIN,SEVENOAK MAKES NEITHER ANY EXPRESS 

WARRANTIES NOR ANY IMPLIED WARRAN-TIES,INCLUD-

ING BUT NOT LIMITED TO ANY IMPLIED WARRANTY OF 

MERCHANTABILITY OR FITNESS FOR A PARTICULAR 

PURPOSE. This warranty provides you with specific legal 

rights,and you may also have additional rights which vary 

from state to state.

SK-SW Pro 2
Pro Handheld Camera Stabilization System

2016 Sevenoak lnc.Visit us on the
web at www.sevenoak.biz
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Start:

Loosen the back and forth locking screw by turning 

it counterclockwise,pull the back and forth fine 

adjustment screw outward, meanwhile, take out the 

quick release plate.

1. Take out the quick release plate

2-1. Attach the camera to the quick release plate, using 

the included 1/4” screw to lock the camera, make 

sure the camera is secured.

2-2. Pull the back and forth fine adjustment screw 

outward, meanwhile,mount the quick release plate 

on to the quick release platform, release the back 

and forth fine adjustment screw, lock the back and 

forth locking screw, make sure the screw is 

tightened.

2. Mounting the camera
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Loosen the back and forth locking screw, turn the 

back and forth fine adjustment screw until the back 

and forth is completely balanced, then fasten the 

locking screw and lock the quick release plate.

2. Adjust the back and forth balance.

Locate the center of gravity:

Loosen the hand grip adjustment screw, adjust the 

position of the hand grip, lock the hand grip adjust-

ment screw. Hold the hand grip, swing and test if is 

balanced. Grab the lower carbon fiber post, release it 

from horizontal position and let it drop to a vertical 

position. Loosen the up-and-down adjustment 

screw, adjust the length of the post, and make sure 

the dropping time is within 1-3 seconds. If you are 

using a heavier camera, you will need to adjust the 

length of the post.

1. Locate the longitudinal center of gravity.

1~3 seconds
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Maintenance:

Unlock the side-to-side fine adjustment screw, hold 

the hand grip, and switch on the camera to check the 

horizontal level and then adjust the quick release  

platform from side to side till find the right balance, 

tighten the locking screw. After adjusting the 

balance, go back to step 1 (locate the longitudinal 

center of gravity), make sure the dropping time is 

within 1-3 seconds. If so, you are now ready to start 

filming.

3. Adjust the side-to-side balance.

1.

2.

3.

4.

Gently tighten each screw, do not over tighten, as it 

may damage the components.

After using this product in the rain, snow or water, 

extend the tube section and clean it with a damp 

cloth. Make sure that there is no residue of grit, sand 

or salt. Then wait until the product is dry again before 

it is being packed again.

Please handle all parts gently and avoid external 

pressure when storing the product.

Please store this product in a dry place.
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Do not use diluent, ethyl alcohol etc to clean the 
surface to avoid any damage to the surface or 
components.

Handle this device with care to avoid any damage to 
this device.

2.

1.

Cautions:

Special features:

Specifications:

Components:

■  Can be used for high and low angle shooting

■  Height adjustable

■  High precision bearings and low friction joints

■  With quick release camera platform

■  Removable counter weights

■  Made of superstring and light weight carbon fiber

■  Hand grip position adjustable

■  Maximum Length: Approx. 72.5cm

■  Minimum Length: Approx. 45cm

■  Product weight: Approx. 2.0 kg

■  Max load capacity: 3 kg

1. Quick release plate

2. 1/4”-20 camera locking screw

3. Back and forth fine adjustment screw

4. Side-to-side fine adjustment screw

5. Quick release platform

6. Back and forth locking screw

7. Hand grip

8. Hand grip adjustment screw

9. Upper carbon fiber post

10. Up-and-down adjustment screw

11. Lower carbon fiber post

12. Counter weight disks

13. Counter weight plate/base plateform


